
OptionsOptions

StandardStandard

Water Source Heat PumpsWater Source Heat Pumps

R407C

Controls                                                        .

Electronic Thermostat  : AD 98.01
Automatic or manual changeover – Adjustable dead band 
Stop / Start switch – Three fan speeds 
Heating, cooling, fault indication – Night override

Digital display : ACR 12

Digital : Remote control via GTC on application

AD 98.01

ACR 12

Capacity

Model

Type

Sales [France] :
8bis rue Escudier , 92100 BOULOGNE BILLANCOURT
Paris, France
Tel: 0033 243 597 380.  Fax: 0033 155 380 180

Sales [UK] :
Carlyle Environmental Ltd, Little Orchard, 15 Carlton Road
Headley Down, Hampshire GU35 8JW
Tel:  01428 714784.   Fax:  01428 714784

Web Site :

www.france -energie.fr

FRANCE ENERGIE reserves the right to change this document at any time without consultation. This document is non -contractual

ARO 955 NC
Uncased. Wall/floor

1.200 to 2.400 Watts Total 
Cooling

ARO 955-7C.00.12 to 24 R

Electrical connections by snap connectors

Acoustic isolation to M1

Master/Slave operation

Reinforced acoustic insulation

Electronic Thermostat AD 98.01

Cooling only

Constant pressure valve

Electric resistance heater

BMS control

FP ARO 955 NC 2003
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Electronic Thermostat  : AD 98.01
Automatic or manual changeover – Adjustable dead band 
Stop / Start switch – Three fan speeds 
Heating, cooling, fault indication – Night override

Digital display : ACR 12

Digital : Remote control via GTC on application

AD 98.01

ACR 12

Capacity
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Sales [France] :
8bis rue Escudier, 92100 BOULOGNE BILLANCOURT
Paris, France
Tel: 0033 243 597 380.  Fax: 0033 155 380 180

Sales [UK] :
Carlyle Environmental Ltd, Little Orchard, 15 Carlton Road
Headley Down, Hampshire GU35 8JW
Tel:  01428 714784.   Fax:  01428 714784

Web Site :

www.france-energie.fr

FRANCE ENERGIE reserves the right to change this document at any time without consultation. This document is non-contractual

ARO 1000 NC
Uncased. Wall/Floor

1.200 to 2.400 Watts Total 
Cooling

ARO 1000-7C.00.12 to 24 NC

Electrical connections by snap connectors

Acoustic isolation to M1

Master / Slave options

Reinforced acoustic treatment

Electronic thermostat AD 98.01

Cooling only

Constant pressure valve

Electric resistance heating

BMS compatible

FP ARO 1000 NC 2003
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Electronic Thermostat  : AD 98.01
Automatic or manual changeover – Adjustable dead band 
Stop / Start switch – Three fan speeds 
Heating, cooling, fault indication – Night override

Digital display : ACR 12

Digital : Remote control via GTC on application

AD 98.01

ACR 12

Capacity

Model
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Sales [France] :
8bis rue Escudier, 92100 BOULOGNE BILLANCOURT
Paris, France
Tel: 0033 243 597 380.  Fax: 0033 155 380 180

Sales [UK] :
Carlyle Environmental Ltd, Little Orchard, 15 Carlton Road
Headley Down, Hampshire GU35 8JW
Tel:  01428 714784.   Fax:  01428 714784

Web Site :

www.france-energie.fr

FRANCE ENERGIE reserves the right to change this document at any time without consultation. This document is non-contractual

ARO 1250 NC
Uncased. Wall/Floor

1.500 to 2.400 Watts Total 
cooling

ARO 1250-7C.00.15 to 24 NC

Electrical connections by snap connectors

Acoustic isolation to M1

Master / Slave options

Reinforced acoustic treatment

Electronic Thermostat  AD 98.01

Cooling only

Constant pressure valve

Electric resistance heating

BMS compatible

FP ARO 1250 NC 2003


