Type
Capacity

Uncased

Model

Standard model

HRO 250-7C.00.12 to 24 R

FP HRO 250 2003

Water Source Heat Pumps

Horizontal, Ducted

HRO 250

1.200 to 2.400 Total cooling

R407C

Standard

Electrical connections by snap connectors
Above ceiling mounting
Acoustic isolation to M1

Master / Slave options (except for digital control by
GTC)

Reinforced acoustic treatment

Anti-vibration mounts

Options

Cooling only

Variable output { see sheet FP Modulo 2003)
Mounting under false floor

Acoustic return air plenum

Filter box for ducted return air

Constant pressure valve

Electric resistance heating

Condensate pump

Controls: See table below

Model fitted with acoustic return air

plenum

Controls

Electronic Thermostat : AD 98.01
Automatic or manual changeover
Stop / Start switch — Three fan speeds
Heating, cooling, fault indication

Digital display : ACR 12

Digital : Remote control via GTC on application
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— Night override

— Adjustable dead band

AD 98.01

ACR 12
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FP HRO Scroll/RT 2003

FRANCE
mw ENERGIEx= Water Source Heat Pumps

Horizontal, Ducted.
TYPe  caea HRO RT
CapaCIty igg:i)nth0.000WattsTotal HRO SC[‘O”

HRO 400/420/500/580/660/750

Model -7C. 29 RT to 300 Scr R407C

Standard

" Electrical connections by snap connectors
" Above ceiling mounting

" Acoustic isolation to M0 and M1

e " Master / Slave options { except for digital control by

GTC
e® " Rotary or Scroll compressor
" Phase protection (380v three phase)
" Reinforced acoustic treatment

" Anti-vibration mounts

Scroll model
Options
" Cooling only
" Constant pressure valve
" Electric resistance heating

" Condense level protection
" Condensate pump

" Controls: See table below

Controls
Electronic Thermostat : AD 98.01
Automatic or manual changeover — Adjustable dead band =
Stop / Start switch — Three fan speeds
Heating, cooling, fault indication — Night override AD 98.01
Digital display : ACR 12 :
Digital : Remote control via GTC on application ACR 12
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